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Electromagnetic flowmeter 

Inline version. 

Fully suitable for standard applications 

in the water and wastewater industry. 

Compact sensor design. 

Short installation length (DVGW/ISO). 

Corrosion-resistant transmitter version. 

Same housing for compact/remote version. 

:: Weight-optimized sensor 

and an integrated web server. 

 

    

Approval:  AA   Non-hazardous area  

Power Supply:  L   100-240VAC/24VAC/DC  

Output; Input:  M   Modbus RS485  

Housing:  M   Compact, Polycarbonate  

Cable, Remote Version:  0   Not used  

Electrical Connection:  A   Gland M20  

Liner:  U   Polyurethane  

Process Connection:  D21   
PN10, carbon steel, lap joint flange - stamped plate 

EN1092-1 (DIN2501)  

Electrodes:  0   1.4435/316L  

Calibration Flow:  A   0.5%  

>Operation Language 

Display:  
AK   Chinese simplified  

 

   

Volume flow unit  LPH  l/h  

Mass flow unit  KGH  kg/h  

Density unit  KGL  kg/l  

Fixed density  1.00000  kg/l  

Conductivity unit  V01  μS/cm  

Baud rate  Bd19200     

Data transfer mode  RTU     

Parity  Even     

Byte order  BO 1-0-3-2     

Fail safe sensitivity  Error     

Failure mode  Stop     

 


