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Dimensions for Multiple-Head Push Buttons
Harmony® XB4 and XB5 22 mm
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Introduction This data bulletin contain dimensions for the Harmony® XB4 metal and XB5 
plastic range of 22 mm control and signaling multiple-head push buttons.

Dimensions for Harmony XB4, Metal
Multiple-head push buttons (double or triple), spring return Heads for triple-head, spring return push buttons
XB4BK73415, 
XB4BK73415

XB4BA731327, 
XB4BA711237

Common face view ZB4BA7313J, ZB4BA711JJ,
ZB4BA72124, ZB4BA791

ZB4BA7313J, ZB4BA711JJ, 
ZB4BA72124, ZB4BA791
+ boot ZBA709

e = clamping thickness: 1 to 6 mm

Heads for double-head, spring return push buttons
ZB4BA712J,
ZB4BA734J,
ZB4BA79

ZB4BL734J Common face view ZB4BA712J,
ZB4BA734J,
ZB4BA79
+ boot ZBA708

ZB4BL734J Common face view

Heads for double-head push buttons + pilot light
ZB4 BW7A374•,
ZB4 BW7A17••,
ZB4 BW7A9

ZB4 BW7L374• Common face view ZB4BW7A374•,
ZB4BW7A17••,
ZB4BW7A9
+ boot ZBA 708

ZB4BW7L374•
+ boot ZBA710

Common face view
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Electrical equipment should be installed, operated, serviced, and maintained only by 
qualified personnel. No responsibility is assumed by Schneider Electric for any 
consequences arising out of the use of this material.
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Dimensions for Harmony XB5, Plastic
Multiple-head push buttons (double or triple), spring return
XB5AL73415, 
XB5AW73731•5

XB5AA731327, 
XB5AA711237

Common face view

e = clamping thickness: 1 to 6 mm

Heads for double-head, spring return push buttons
ZB5AA712•,
ZB5AA734•,
ZB5AA79

ZB5AL734• Common face view ZB5AA712• ,
ZB5AA734•,
ZB5AA79,
+ boot ZBA708

ZB5AL734•
+ boot ZBA710

Common face view

Heads for triple-head, spring return push buttons Heads for lockable, push-turn push 
buttons

ZB5AA7313•, ZB5AA711••,
ZB5AA72124, ZB5AA791

ZB5AA7313•, ZB5AA711••, ZB5AA72124, 
ZB5AA791, + boot ZBA709

ZB5AFD

Heads for double-head push buttons + pilot light

ZB5AW7A374•, 
ZB5AW7A17••, 
ZB5AW7A9

ZB5AW7L374• Common face view ZB5AW7A374•, 
ZB5AW7A17••, 
ZB5AW7A9
+ boot ZBA708

ZB5AW7L374•
+ boot ZBA710

Common face view
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