@ CERTIFICATE FOR CHINA COMPULSORY PRODUCT GERTIFICATION

CERTIFICATE NO.: 2003010305059291

NAME AND ADDRESS OF THE APPLICANT

Schneider Electric (China) Co. Ltd. Shanghai Branch
No. 669, Suide Road, Putuo District, Shanghai, China

NAME AND ADDRESS OF THE MANUFACTURER

Schneider Electric Industries SAS
35 Rue Joseph Monier 92500 Rueil-Malmaison, France

NAME AND ADDRESS OF THE FACTORY

Schneider Electric a. s.
Cizovska 447 - 39701 Pisek - Czech Republic

PRODUCT NAME, MODEL AND SPECIFICATION

Pressure Switch

XMLA, XMLB,XMLC,XMLD: With S electrical connector::Screw terminal:Ui:500V:Uimp:6kV;AC-15: Uefle:AC24

0V/1.5A:DC-13: Ue/le:DC250V/0.1A;Ith:10A;With C electrical connector:DIN; :Coupler:Ui:250V;Uimp:6kV;AC-15:

Ue/le:AC240V/1.5A:DC-13; Ue/le:DC250V/0.1A;Ith:5A;With D electrical connector: M12:Threaded coupling:Ui:50

V:Uimp:0.5kV;AC-15: Uelle:AC48V/3A;DC-13: Uelle:DC48V/0.22A; Ith:4A;DIN:equity-linked notes:|P65;Threaded
connection products:|P66

THE STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS
GB/T 14048.5-2017

This is to certify that the above mentioned product(s) complies with therequirements of
implementation rules for compulsory certification(REFNO.CNCA-C03-02:2014).

Valid from: Aug.17,2020Valid until:Sep.24,2024

The validity of the certificate is subject to positive result of the regular follow up inspection by
issuing certification body until the expiry date.
Date of original issued: Jul.11,2003
The certificate information is available through CNCA's website: www.cnca.gov.cn
Accredited by China National Accreditation Service for Conformity Assessment CNAS C001-P

President: “I‘? W%

Lu Mei

CHINA QUALITY CERTIFICATION CENTRE

http://www.cgc.com.cn Section 9, No. 188, Nansihuan Xilu, Beijing 100070 P. R. China Tel: +86 10 83886666
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Schneider Electric Industries SAS
35 Rue Joseph Monier 92500 Rueil-Malmaison, France

& 4k AR, ik

Schneider Electric a. s.
Cizovska 447 - 39701 Pisek — Czech Republic
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A AT,

B: AT, 48

C: 2445730, $AM, miLk
D : AT, MEMh, s

L | LR (42 bar)

LOS : 0.05

L35 : 035

535 : 0,35 (30 bar it /E)
MO1 ;-1 ~-0.28

MO02; -1 =~ 0,14

MO03; -0.2 ~-0.02
M05: -0.5-5

001 : 1

002 : 2.5

502 : 2.5 (30bar iL/E)
004 : 4

S04 ¢ 4 (30 bar id/5)
010 : 10

S10 : 10 (30 bar iL/R)
020 : 20

§20 : 20 (30 bar iik)
035 :35

070 : 70

160 & 160

300 : 300

500 : 500

IV | ik

DA b AL HURAHR (0-70°C)
D R i, EAL SARAHK (0-160°C)
L FIR A Rkl

L MR A R R

SRR by A (0160°C)

;R RS (0~ 160°C)

LR (0~ 160°C)
LAY AR (0 - 160°C)
DA R A0 ~ 160°C)

ZEOHA<ERTOE>

CAEE K (ERBL) ;b TAL RS (0~70°C)
CAERIK CRRRRL) ¢ b, EAL HURAEA (0~ 160°C)
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C : DIN 43650 #%4& 35 1P65
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V1l

PR A K,
1o BE (MRl )
A A 14 in. Gaz

®,4,: Type 13 (PG13.5)

2 %
B 1/4 in. Gaz
A 1SO M20
R
A4 144 in. NPTF
WA, 1/2 in. NPT
als Bk

JEF: PT 174 (J1S B0203)
5, 142 in. PF (JIS B0202)

IX
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XXX : TeAf AT R

B MR BIEP R R A A K.
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I Product basic designation
XML : pressure switch

1 Type

A : Non adjustable differential,
B : Adjustable differential, one pole

C : Adjustable differential, single threshold, two pole
D : Adjustable differential, dual threshold, two pole

one pole

1] Size (in bar)

LO5 : 0.05

L35 ;035

$35 : 0.35 (30 bar overpressure)
MO1: -1 10-0.28

MO02: -1 to -0.14

MO3 : -0.2 to -0.02

MO5: -0.5105

001 : 1

002 : 25

502 : 2.5 (30 bar averpressure)
004 : 4

S04 : 4 (30 bar overpressure)
010 : 10

S10 : 10 (30 bar overpressure)
020 : 20

§20 : 20 (30 bar overpressure)
035 : 35

070 : 70

160 : 160

300 : 300

500 : 500

v Fluid input

1 Diaphragm type: hydraulic
: Diaphragm type: hydraulic
: Diaphragm type: corrosive

: Diaphragm type: hydraulic

: Diaphragm type: viscous product

: Vacuum type (with diaphragm): hydraulic oils, air, fresh or sea water (0 10 70°C)
- Vacuum type (with diaphragm): hydraulic oils, air, fresh or sea water (0 to 160°C)
: Piston type: hydraulic oils (0 to 160°C)

: Piston type: fresh or sea water (0 to 160°C)

A

B

C

P

R

S : Diaphragm type: fresh or sea water (0 1o 160°C)
\'4

T

D

E

N : Piston type: corrosive fluid (0 to 160°C)

oils, nir, fresh or sea water (0 to 70°C)
oils, air, fresh or sea water (0 to 160°C)
fluid

oils, air (0 to 160°C)
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v Display
1 : Not provided
2 : Provided

Vi Electrical connection
(%
=
D : MI2 threaded connector, type Micro Change IP66 (current existing connector D for
products XMLAO10A2D11, XMLA020A2D11, for others can be manufactured on

customer’s request)

Threaded hole IP66
DIN 43650 connector P63

VII | Type of contact
17

Dry contact (I C/O contact)

VIIT | Type of entry
1z

European except UK
Pressure;  1/4 in, Gaz
Electrical: Type 13 (PG13.5)

: UK

Pressure:  1/4 in. Gaz
Electrical: 18O M20

: North America

Pressurg;  1/4 in, NPTF
Electrical: 1/2 in, NPT

: Japan

Pressure;  PT 1/4 (JIS B0203)
Electrical: 1/2 in. PF (JIS B0202)

IX | Optional
XXX : May indicate factory setting
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