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DAMAGE OF THE SCREEN
• If the sheet starts to peel away from the screen, DO NOT use a sharp or hard object (i.e. a knife, or 

pin) to remove the sheet.
• When dirt and smudges on the sheet begin to reduce the screen's visibility, please replace the 

sheet with a new one.

Hexane, Kerosene, Engine Oil, Diesel Oil, Lubrication Oil,

Glycerine, Acetone, Acetic, Anhydride, Benzene.

Ammonia, Sulfur Dioxide, Potassium Hydroxide,

Caustic Soda, Nitro benzene

This sheet is designed specifically to protect the screen from moisture, liquids and dirt. It is made of 

flexible polyester, and is not designed to protect against sharp or hard objects. (i.e. it may tear if 

struck by a sharp object).

• This sheet helps to reduce glare and Newton rings (screen curve reflection lines).

• This sheet does not interfere in any way with the Touch Panel’s normal touch operation.

Note: In operating environments with high levels of humidity and moisture, condensation or mist 

may form between the sheet and the panel's screen. This is a normal consequence.

No responsibility is assumed by Schneider Electric for any consequences arising out of the use of 

this material.

Failure to follow these instructions can result equipment damage.

Protection Sheet Specifications/Characteristics

How to Attach the Protection Sheet on the Panel

NOTICE

Panel Reference

12.1" panel 

10.4" panel 

7.5" panel 

7.0" wide panel

5.7" panel  

3.5" panel 

Protection Sheet reference

HMI ZG66

HMI ZG65

HMI ZG64

HMI ZG63

HMI ZG62

HMI ZG60

Sheet Material

Chemical

Resistance Level

Protects Against

Polyester Film

Does Not Protect

Against

Step Action

1

Illustration

Clean the screen thoroughly with a soft 
cloth (use either water or a neutral 
detergent to remove tougher stains).

2 Remove the sheet's Protective Film

3 Peel off the Backing Sheet slightly to 
expose the Protection Sheet's adhesive 
surface.

4 Start at the top of the screen, slowly 
attach the Protection Sheet while 
peeling off the Backing Sheet.

Protection Sheet Backing Sheet

Protective

Film
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DOMMAGE DE L'ÉCRAN

Remarque :

Le non-respect de ces instructions peut provoquer des dommages matériels.

AVIS

HMI ZG66

HMI ZG65

HMI ZG64

HMI ZG63

HMI ZG62

HMI ZG60

Matériau

résistance

Film polyester

contre

Étape Action

1

Illustration

2

3

4

Feuille de

protection

Film

protecteur
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BILDSCHIRM-BESCHÄDIGUNGEN

Hinweis:

Die Nichtbeachtung dieser Anweisungen kann Sachschäden zur Folge haben.

HINWEIS

HMI ZG66

HMI ZG65

HMI ZG64

HMI ZG63

HMI ZG62

HMI ZG60

Folienmaterial

Chemische

Polyesterfilm

Schritt Aktion

1

Abbildung

2

3

4
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DAÑOS DE LA PANTALLA

Nota:

material.

Si no se siguen estas instrucciones pueden producirse daños en el equipo.

AVISO

HMI ZG66

HMI ZG65

HMI ZG64

HMI ZG63

HMI ZG62

HMI ZG60

Material de la lámina

resistencia

Protege contra

Película de poliéster

Paso Acción

1

Ilustración

2

3

4

protección

protección
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DANNI ALLO SCHERMO

Nota:

Il mancato rispetto di queste istruzioni può provocare danni alle apparecchiature.

AVVISO

HMI ZG66

HMI ZG65

HMI ZG64

HMI ZG63

HMI ZG62

HMI ZG60

Materiale

agenti chimici

Protegge da

Pellicola in poliestere

Fase Azione

1

Illustrazione

2

3

4

Pellicola

posteriore
Foglio di
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12.1"

10.4"

7.5"

7.0"

5.7"

3.5"

HMI ZG66

HMI ZG65

HMI ZG64

HMI ZG63

HMI ZG62

HMI ZG60

1

2

3

4




