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FINISH — GRAY BAKED ENAMEL

UL LISTED - FILE E—2875

CSA CERTIFIED — FILE LL-89067

NOT SUITABLE FOR USE AS SERVICE EQUIPMENT

SHORT CIRCUIT CURRENT RATINGS:
10,000 AMPERES WHEN USED WITH OR PROTECTED BY CLASS H OR K FUSES.
200,000 AMPERES WHEN USED WITH OR PROTECTED BY CLASS R OR J FUSES.

WHEN MOUNTING THESE SWITCHES, ALLOW 3.75/[95] MIN. CLEARANCE BETWEEN

ENCLOSURES FOR OPENING OF SIDE HINGED DOOR.
:*:LUGS SUITABLE FOR 60°C OR 75°C CONDUCTORS ONLY.
SUFFIX VW MEANS DEVICE INCLUDES VIEW WINDOW.
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TERMINAL LUG DATA
AMPERES | MAX. WIRE | MIN. WIRE | TYPE
O 30 #6 AWG | #12 AWG AL
30 #6 AWG | #14 AWG | cU
v 60 #3 AWG | #12 AWG AL
AN 60 #3 AWG | #14 AWG cu
& 100 | #1/0 AWG | #12 AWG | AL
100 | #1/0 AWG | #14 AWG cu
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. INCHES
DUAL DMENSIONs: INCHES
HORSEPOWER RATING
VOLTAGE avpEracE | wiring | 2HOVAC 4BOVAC BoovAC
CATALOG NUMBERS
RATINGS RATINGS | DIAG. o™ T MAX. | STD. | WMAX. | STD. | WAX.
30 30 30 30 30 30
HE63AWK 600VAC 100 A 15 | 30 | 25 | e0 | 30 | 75
HUB61AWK 600VAC 30 B - 10 - 20 - 30
HUB62ANK 600VAC 60 B - 20 - 50 - 60
HUB63AWK 600VAC 100 B - 40 - 75 - 75

HEAVY DUTY SAFETY SWITCHES
VISIBLE BLADE T YPE
30, 60, 100 AMPERE—SERIES F6
ENCLOSURE — NEMA TYPE 12/3R

IE SEUARE D COMPANY
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