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IECEX Certificate
of Conformity

Certificate No: IECEX DEK 14.0042X Issue No: 3
Date of Issue: 2015-10-29 Page 2 of 4
Manufacturer: SIEMENS AG

Werner-von-Siemens-Strate 50

92224 Amberg

Germany

Additional Manufacturing
location(s):

SIEMENS AG

Brestauer strafte 5
90766 Furth

Germany

This certificate is issued as verification that a sample(s), representative of production, was assessed and tested and found to comply with the
IEC Standard list below and that the manufacturer's guality system, refating to the Ex products covered by this certificate, was assessed and
found to comply with the IECEx Quality system requirements. This certificate is granted subject to the conditions as set out in IECEx
Scheme Rules, IECEx 02 and Operational Documents as amended.

STANDARDS:
The electrical apparatus and any acceptable variations to it specified in the schedule of this certificate and the identified documents, was
found to comply with the following standards:

{EC 80070-0: 2011 Explosive atmospheres - Part 0: General requirements

Edition:6.0

IEC 60078-15 : 2010 Explosive atmospheres - Part 15: Equipment protection by type of protection "n”
Edition:4

This Certificate does not indicate compiiance with electrical safety and performance requirements other than those expressly included in the

Standards listed above.

TEST & ASSESSMENT REPORTS:
A sample(s) of the equipment listed has successfully met the examination and test requirements as recorded in

Test Report:
NUDEK/EXTR14.0050/00 NU/DEK/EXTR14.0050/01 NL/DEK/EXTR 14.0050/02

Quality Assessment Report:

DE/BVS/QARD8.0005/07 NI/DEK/QAR12.0079/02
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of Conformity

Certificate No: IECEx DEK 14.0042X issue No: 3

Date of Issue: 2015-10-29 Page 3 of 4
Schedule

EQUIPMENT:

Equipment and systems covered by this certificate are as follows:

Modules Type BES7 ... for use in SIMATIC $7-300 and ET 200M Programmable Logic Controller Systems.

The type code, the ambient temperature range and the temperature class of the modules shall be taken from Table 1, see Annex.
Electrical data

The electrical data of the supply and the input and output circuits shall be taken frorn Table 1, see Annex.

CONDITIONS OF CERTIFICATION: YES as shown below:

The equipment shall only be used in an area of not more than pollution degree 2, as defined in IEC 60664-1.

The modules shall be installed in a sultable enclosure providing a degree of protection of at least IP54 according to IEC 60079-15,
taking into account the environmental conditions under which the equipment will be used .

When the temperature under rated conditions exceeds 70 °C at the cable or conduit entry point, or 80 °C at the branching point of the
conductors, the temperature specification of the selected cable shall be in compliance with the actual measured temperature values.

Provisions shall be made to prevent the rated voltage from being exceeded by transient disturbances of more than 118 V.
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of Conformity

Certificate No: IECEx DEK 14.0042X
Date of Issue: 2015-10-29

DETAILS OF CERTIFICATE CHANGES (for Issues 1 and above):
addition of a factory location and linked to applicable QAR

Annex:

DEK 14.0042X - issue 3.pdf

lssue Na: 3
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NL/DEK/ExTR14.0050/03

. DeSciiptiqn .

 Type/MLFB No.

Table 1

DP/DP Koppler

6ES7 158-0AD01-a

D DEKRA

Annex 1 to Certificate of Conformity IECEx DEK 14.0042X, issue 3 / Testreport

supply 24 Vdc

Output-24Vdc, 0.5A Res./P.D., 5W tungsten
16 channels (2 groups of 8 channels)
at 40°C hor. mounted, 3A total load
at 60°C hor. mounted, 2A total load
at 40°C vert. mounted, 2A total load

CPU 319-3PN/DP 6ES7 318-3ELO1-2 T4 0...460°C vertically mounted 40°C 24Vde
horizontally mounted 60°C
8 Digital Input/Output Module 6ES7 323-1BH01-a T4 0...+60°C 0,5A Res./P.D. 5W Tungsten 24Vde
16 Digital Input/Output Module 6ES7 323-1BL00-a T4 0...+60°C 0,5A Res./P.D. 5W Tungsten 24Vdc
SM 331 Al 8*13 Bit 6ES7 331-7KF02-a Té 0...+60°C 24Vde
SM 321 DI 32*DC24V 6357 321-1BL00-a T4 0...+60°C 24vde
IM 153-2 (Cu) BES7 153-2BA01-a T5 0..+60°C JE——— 24Vdc
IM 163-2 (Cu) supply 24Vdc
. . o input current max. 620mA
6ES7 153-2BA02-a T4 0...+60°C vertically mounted 40°C 24Vde
horizontally mounted 60°C
IM 153-2 (Cu) Outdoor 6ES7 153-2BA81-a T5 -25...+80°C E— 24Vde
IM 153-2 (Cu) supply 24Vdc
. g R o input current max. 620mA
6ES7 153-2BA82-a T4 25..+60°C vertically mounted 40°C 24Vdc
horizontally mounted 60°C
IM 153-Fo 6ES7 153-2BB00-a T4 0...+60°C e 24Vdc
1M 153-2 FF-Link supply 24Vde
. . 0 input current max. 100mA
6ES7 153-2DA80-a T4 -25...460°C vertically mounted 40°C 24Vde
horizontally mounted 60°C
IM 153-4PN B6ES7 153-4AA00-a T4 0...+60°C e 24Vde
IM 157 Link 6ES7 157-0AA82-a 15 -25...+60°C 24Vdc
DP/PA-Koppler 6ES7 157-0AC82-a T4 -25..+60°C 24Vdc
DP/PA-Koppler B6ES7 157-0AC83-a T4 -25...460°C P — 24Vdc
Field Device Coupler supply 24Vdc, Input current max. 2.3A
o at 60°C output current 0.8A hor. mounted
BES7 157-0AC84-a T4 -25...4+60°C at 50°C output current 1A hor. mounted 24Vde
at 40°C output current 1A vert. mounted
Busmodul B6ES7 195-7HA00-a T8 0...+60°C 5Vdc
Busmodul 6ES7 195-7HB00-a T5 0...+60°C 5Vde
Busmodul 6ES7 195-7HCO00-a T5 0...+60°C 5Vde
BM IM/IM 6ES7 195-7HD10-a Té 0...+60°C 24Vde
BM IM/IM 6ES7 195-7HD80-a T6 -25...+60°C 24Vde
BM IM 157 6ES7 195-7THE80-a T6 -25...4+60°C 5Vdc
BM DP/PA-Koppler BES7 195-7HF80-a T8 -25...+60°C 5Vdc
Disconnecting Bus Module B6ES7 195-7HG00-a T6 0...+60°C 24Vde
Disconnecting Bus Module 6ES7 195-7THG80-a T4 -25...460°C
Disconnecting Module 6ES7 195-7KF00-a T6 0...+60°C 24Vde
Y-Coupler Module 6ES7 197-1LB00-a T5 0...+60°C —— 24vdc
CPU 312M-1 6ES7 312-1AE13-a TS 0...4+60°C Input DC 24V 24Vdc
CPU 312 6ES7 312-1AE14-a T4 0...+60°C Input DC 24V 24Vdc
CPU 312C 6ES7 312-5BE03-a T4 0...+60°C 0,5A Res./P.D. SW Tungsten 24Vdc
supply 24Vdc
input current max. 2.7A
Input-24Vdc,
at 40°C hor. mounted, 10 channels
at 60°C hor. mounted, 5 channels
CPU 312C 6ES7 312-5BF04-a T4 0...+60°C at 40°C vert. mounted, 5 channels 24Vdce
Output-24Vdc, 0,5A Res./P.D.,
5W tungsten, 6 channels
at 40°C hor. mounted, 2A total load
at 60°C hor. mounted, 1,5A total load
at 40°C vert. mounted, 1,5A total load
CPU 313C 6ES7 313-5BF03-a T4 0...+60°C 0,5A Res./P.D. 5W Tungsten 24Vdc
supply 24Vdc, max. 4A
Input-24Vde
at 40°C hor. mounted, 24 channels
at 60°C hor. mounted, 12 channels
CPU 313C 6ES7 313-5BG04-a T4 0...460°C at 40°C vert. mounted, 12 channels 24vdc
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Annex 1 to Certificate of Conformity IECEx DEK 14.0042X, issue 3 / Testreport
NL/DEK/ExTR14.0050/03

CPU 313C-2 PtP

6ES7 313-6BF03-a

T4

... +60°C

0,5A Res./P.D. 5W Tungsten

24Vdce

CPU 313C-2PtP

6ES7 313-6BG04-a

T4

...+60°C

supply 24Vdc, max. 3.9A
Input-24Vdc

at 40°C hor. mounted, 16 channels

at 60°C hor. mounted, 8 channels

at 40°C vert. mounted, 8 channels

Output-24Vdc, 0.5A Res./P.D., 5W tungsten

16 channels (2 groups of 8 channels)

at 40°C hor. mounted, 3A total load

at 60°C hor. mounted, 2A total load

at 40°C vert. mounted, 2A total load

24Vdc

CPU 313C-2DP

6ES7 313-6CF03-a

T4

... +60°C

0,5A Res./P.D. 5W Tungsten

24Vdc

CPU 313C-2DP

BES7 313-6CG04-a

T4

...4+60°C

supply 24Vdc, max. 3.9A
Input-24Vdc

at 40°C hor. mounted, 16 channels

at 60°C hor. mounted, 8 channels

at 40°C vert. mounted, 8 channels

Output-24Vdc, 0.5A Res./P.D., 5W tungsten

16 channels (2 groups of 8 channels)

at 40°C hor. mounted, 3A total load

at 60°C hor. mounted, 2A total load

at 40°C vert. mounted, 2A total load

24Vdc

CPU 314M-1

BES7 314-1AG13-a

TS

... +60°C

Input DC 24V

24Vdc

CPU 314

B6ES7 314-1AG14-a

T4

o

... +60°C

Input DC 24V

24Vdc

CPU 314C-2 PtP

B6ES7 314-6BG03-a

T4

...+60°C

0,5A Res./P.D. 5W Tungsten

24Vdc

CPU 314C-2PtP

6ES7 314-6BH04-a

T4

... +80°C

supply 24Vdc, max. 4A
Input-24Vdc
at 40°C hor. mounted, 24 channels
at 60°C hor. mounted, 12 channels
at 40°C vert. mounted, 12 channels
Qutput-24Vdc, 0.5A Res./P.D., 5W tungsten
16 channels (2 groups of 8 channels)
at 40°C hor. mounted, 3A total load
at 60°C hor. mounted, 2A total load
at 40°C vert. mounted, 2A total load

24Vdc

CPU 314C-2DP

BES7 314-6CCG03-a

T4

... +80°C

0,5A Res./P.D. 5W Tungsten

24Vdc

CPU 314C-2DP

6ES7 314-6CH04-a

T4

.. +80°C

supply 24Vde, max. 4A
Input-24Vdc
at 40°C hor. mounted, 24 channels
at 60°C hor. mounted, 12 channels
at 40°C vert. mounted, 12 channels
Output-24Vde, 0.5A Res./P.D., 5W tungsten
16 channels (2 groups of 8 channels)
at 40°C hor. mounted, 3A total load
at 60°C hor. mounted, 2A total load
at 40°C vert. mounted, 2A total load

24Vdc

CPU 314C-2 DP/PN

BES7 314-6EH04-a

T4

...+80°C

supply 24Vdc
input current max. 6,93 A
Input -24Vdc,
at 40°C hor. mounted, 24 channels
at 60°C hor. mounted, 12 channels
at 40°C vert. mounted, 12 channels
Output-24Vdc, 0,5A Res./P.D.,
S5W tungsten,16 channels (2 groups of 8 ch.)
at 40°C hor. mounted, 3A total foad per group
at 60°C hor. mounted, 2A total load per group
at 40°C vert. mounted, 2A total load per group

24Vdc

CPU 315M-2DP

6ES7 315-2AG10-a

T4

..+60°C

Input DC 24V

24Vdc

CPU 315-2DP

BES7 315-2AH14-a

T4

.. +60°C

Input DC 24V

24Vdc

CPU 315-2PN/DP

6ES7 315-2EG10-a

T4

.. +60°C

Input DC 24V

24Vdc

CPU 315-2PN/DP

657 315-2EH13-a

T4

.. +60°C

Input DC 24V

24Vdc

CPU 315-2PN/DP

6ES7 315-2EH14-a

Ta

. +60°C

Input DC 24V

24Vdc

CPU 315F-2PN/DP

6ES7 315-2FH13-a

T4

... +60°C

Input DC 24V

24Vdc

CPU 315F-2PN/DP

6ES87 315-2FJ14-a

T4

... +60°C

input DC 24V

24Vdc

CPU 315F-2 DP

6ES7 315-6FF01-a

T4

.. +60°C

Input DC 24V

24Vdc

CPU 315F-2 DP

6ES7 315-6FF04-a

T4

..+60°C

Input DC 24V

24Vdc

CPU 3157 - 2DP

6ES7 315-67G10-a

T4

..+60°C

0,5A Res./P.D. 5W Tungsten

24Vdc

CPU 3157 - 2DP

6£387 315-6TH13-a

T4

. +60°C

0,5A Res./P.D. 5W Tungsten

24Vdc

CPU 317-2DP

BES7 317-2AJ10-a

T4

clo|ojojeiojo|ojo|oleio

... +60°C

Input DC 24V

24Vdc

CPU 317-2DP

6ES7 317-2AK14-a

T4

o

.. +60°C

supply 24Vdc, 870mA
vertically mounted 40°C
horizontally mounted 60°C

24Vdc

CPU 317-2PN/DP

6ES7 317-2EK13-a

Ta

o

.+60°C

input DC 24V

24Vdc

CPU 317-2PN/DP

B6ES7 317-2EK14-a

T4

(=3

... +60°C

Input DC 24V

24Vdc

CPU 317F-2PN/DP

6ES7 317-2FK13-a

T4

.. +80°C

input DC 24V

24Vdc
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NL/DEK/ExTR14.0050/03
CPU 317F-2PN/DP 6ES7 317-2FK14-a T4 0...+60°C Input DC 24V 24Vde
CPU 317F-2DP 6ES7 317-6FF03-a T4 0..+60°C Input DC 24V 24Vdc
supply 24Vdc, 870mA
CPU 317F-2DP 6ES7 317-8FF04-a T4 0...+80°C vertically mounted 40°C 24Vde
horizontally mounted 60°C
Input 24Vdc, 8 channels
s 0,5A p.d./res., 5W tungsten
CPU 317TF - 2DP BES7 317-6TF14-a T4 0...+60°C at 40°C, 4A total load hor. and vert. mounted 24Vdc
at 60°C, 3A total load hor. mounted
CPU 317T - 2DP 6ES7 317-6TJ10-a T4 0...+60°C 0,5A Res./P.D. 5W Tungsten 24Vdc
CPU 3177 - 2DP B8ES7 317-6TK13-a T4 0...+60°C Input DC 24V 24Vde
CPU 318-2 6ES7 318-2AJ00-a T4 0...+60°C — 24Vde
CPU 319-3PN/DP 6ES7 318-3EL00-a T4 0...460°C Input DC 24V 24Vdc
CPU 319F-3PN/DP BES7 318-3FL00-a T4 0...+60°C Input DC 24V 24Vdc
supply 24Vdc
CPU 319F-3PN/DP 6ES7 318-3FL01-a T4 0...460°C vertically mounted 40°C 24Vdc
horizontally mounted 60°C
SM 321 DI 16*DC24V B6ES7 321-1BH02-a T4 0...+60°C —e 24Vdc
SM 321 DI16 High-speed 6ES7 321-1BH10-a T4 0...+60°C 24Vdc
SM 321 DI 16*DC24V B6ES7 321-1BH50-a T4 0...+60°C I — 24Vdc
64 channels (4 groups of 16)
SM 321 DI 64 x DC24V p-/m- o at 40°C 64 channels horiz. mounted
read BES7 321-1BP00-a T4 0...+60°C at 60°C 32 channels horiz. mounted 24vde
at 40°C 32 channels vert. mounted
Digital Inp. 16Ch. 24/48V AC/DC B8ES7 321-1CH00-a T4 0...+80°C 24148V
SM 321 DI 16*DC24V, Alarm B6ES7 321-7BHO1-a T4 0...+60°C 24Vdc
SM 321 DI 16*NAMUR 6ES7 321-7TH00-a T4 0...+60°C T — 24Vdc
SM 322 DO 8*DC24V/2A 6ES7 322-1BF01-a T4 0...+60°C 2A Res./P.D. 10W Tungsten 24Vdc
SM 322 DO 16*DC24V/0.5A 6ES7 322-1BHO1-a T4 0...+60°C 0,5A Res./P.D. 5W Tungsten 24Vdc
SM 322 DO16 High-speed 6ES7 322-1BH10-a T4 0...+60°C 0,5A Res./P.D. 5W Tungsten 24Vdc
SM 322 DO 32*DC24V/0.5A B6ES7 322-1BL00-a T4 0...+60°C 0,5A Res./P.D. 5W Tungsten 24Vdc
64 channels (4 groups of 16)
0,3A Res./P.D. 8W Tungsten
SM 321 DO 64 x DC24V/0,3A o at 25°C, max. 2,0A p. gr. horiz. mounted
sou BES7 322-1BP00-a T4 0..460°C at 40°C, max. 1,6A p. gr. horiz. mounted 24vde
at 60°C, max. 1,2A p. gr. horiz. mounted
at 40°C, max. 1,6A p. gr. vert.. mounted
64 channels (4 groups of 16)
0,3A Res./P.D. 5W Tungsten
SM 321 DO 64 x DC24V/0,3A o at 25°C, max. 2,0A p. gr. horiz. mounted
sink BES7 522-1BP50-a T4 0..+60°C at 40°C, max. 1,6A p. gr. horiz. mounted 24vde
at 60°C, max. 1,2A p. gr. horiz. mounted
at 40°C, max. 1,6A p. gr. vert.. mounted
E\’g/'g(':omp' 16Ch. 24748V 6ES7 322-5GH00-a T4 0..+60°C 24/48V
SM 322 DO 8*DC24V, 0.5A 6ES7 322-8BF00-a T4 0...+60°C e — 24Vdc
SM 322 DO 16*DC24V/0.5A 6ES7 322-8BH01-a T4 0...+60°C 0,5A Res./P.D. 5W Tungsten 24Vdce
supply 24Vdc
input current max. 2.1A per group
output: 24Vdc, 0.5A p.d./res., 5W tungsten
- o 16 channels (4 groups of 4 channels)
SM322 DO 16*DC24V/0.5A B8ES7 322-8BH10-a T4 0...+60°C al 40°C max. 2A per group, max. 8A fotal 24Vdc
load vertically mounted
at 60°C max. 2A per group, max. 8A total
load horizontally mounted
SM 326 DI 24*DC24V 6ES7 326-1BK00-a T4 0...+60°C 24Vdc
SM 328 DI 24*DC24V B6ES7 326-1BK01-a T5 0...460°C 24Vdc
SM 326 DI 24*DC24V BES7 326-1BK02-a T5 0..+80°C R —— 24Vde
* N AT 40°C: 2A RES./P.D. 5W tungsten
SM 326 DO 10*DC24/2A 6ES7 326-2BF01-a T4 0...+680°C AT 60°C: 1A RES./P.D. 5W tungsten 24Vde
24Vdc, 10 channels (2groups of 2 channels)
2 A p.d.fres., 5W tungsten
. . o at 40°C 10A per group horiz. mounted
SM 326 10 F-DO 6ES7 326-2BF 10-a T4 0...+60°C at 50°C 7A per group horiz. mounted 24Vde
at 60°C 6A per group horiz. mounted
at 40°C 5A per group vert. mounted
SM 326 DO 8*DC24/2A PM 6ES7 326-2BF40-a T5 0..+60°C D —— 24Vdc
SM 326 DO 8*DC24/2A PM 6ES7 326-2BF41-a T5 0...+60°C _— 24Vdc
DI/DX8 x DC24V / 0,5A 6ES7 327-1BH00-a T4 0..+60°C 0,5A Res./P.D. 5W Tungsten 24Vdc
SM 331 Al 8*13 Bit B6ES7 331-1KF01-a T6 0...+60°C 24Vdc
SM 331 Al 8*13 Bit 6ES7 331-1KF02-a T6 0...+60°C 24Vde
SM 331 8Al 14bit High Speed B6ES7 331-7HF01-a T5 0...+80°C 24Vde
SM 331 Al 2*12 Bit 6ES7 331-7KB02-a T4 0...+60°C 24Vde
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Al 8 x 16 BIT 6ES7 331-7NF00-a T4 0...+60°C 24Vdc
Al 8 x Ui/l Isolated 6ES7 331-7NF10-a T4 0...+60°C e 24Vdce
Max. potential difference between
SM 331 Al6x16bit TC iso 6ES7 331-7PE10-a T4 0...+60°C channels: 250V AC 24Vde
Only marked in the installation manual |
Al 8 xRTD 6ES7 331-7PF01-a T4 0...+60°C 24Vdce
Al8xTC 6ES7 331-7PF1t-a T4 0...+60°C 24Vdce
SM331 8AI HART 6ES7 331-7TF01-a T4 0...+60°C 24Vdce
SM 332 AO 2*12 Bit 6ES7 332-5HB01-a T4 0...+60°C 24Vdc
SM 332 AO 4*12 Bit 6ES7 332-5HD01-a T4 0...+60°C 24Vdc
Analog Output Module B6ES7 332-5HF00-a T4 0...+60°C 24Vdc
AO4x16BIT 6ES7 332-7ND02-a T4 0...+60°C 24Vdce
SM332 AO 8 x 16 Bit HART 6ES7 332-8TF01-a T4 0...+60°C 24Vdc
4Input/20utput Analog Module 6ES7 334-0CEOQ1-a T5 0...+60°C 24Vdc
Analog Input/Qutput Module 6ES7 334-0KE0O-a T4 0...+60°C 24Vdc
Analog Input/Output Module 6ES7 335-7THGO1-a T4 0...+60°C 24Vdc
Analog Input/Output Module 6ES7 335-7THGO02-a T4 0...+60°C 24Vdc
SM 336 Al 6*13Bit 6ES7 336-1HE00-a T4 0...+60°C 24Vde
DM 336 F-Al 6x04...20mA 6ES7 336-4GE00-a T4 0..+60°C 24vde
Positioning Input Module 6ES7 338-4BC01-a T4 0...+460°C 24Vdc
8 x 1Q - Sence 6ES7 338-7XF00-a T4 0...+60°C 24Vde
Com. Processor CP 340 B6ES7 340-1AH02-a 6 0...+60°C 24Vdc
Com. Processor CP 340 6ES7 340-1BH02-a T6 0...+60°C 24Vdc
Com. Processor CP 340 B6ES7 340-1CH02-a T6 0...+60°C 24Vdc
Com. Processor RS 232 6ES7 341-1AHO1-a T4 0...+60°C 24Vdc
Com. Processor RS 232 6ES7 341-1AH02-a T4 0...+60°C 24Vdc
Com. Processor TTY 6ES7 341-1BHO1-a T4 0...+60°C 24Vdc
Com. Processor TTY 6ES7 341-1BH02-a T4 0...+60°C 24Vdc
Com. Processor RS 485 6ES7 341-1CHO1-a T4 0...+60°C 24Vdc
Com. Processor RS 422 6ES7 341-1CH02-a T4 0...+60°C s 24Vde
Counter Module FM 350 6ES7 350-1AH03-a T4 0...+60°C Output DC 24V, 0.5A 24Vdce
Counter Module 6ES7 350-2AH00-a T4 0...460°C Output 0'5AT§;?'/LZ; fxv Tungsten 24Vdc
Input - 24Vdc, 8 channels
Output-24Vdc, 0,.5A p.d./res., 5W tungsten, 8 ch.
Counter Module 6ES7 350-2AH01-a T4 0...+60°C at 40°C total load 4A horiz. mounted 24Vdc
at 60°C total load 2A horiz. mounted
at 40°C total load 2A vert. mounted
Positioning Module FM 351 BES7 351-1AHO1-a T4 0...+60°C 0,54 Reﬁéﬁzigbg‘évslungs‘e“ 24Vdc
Positioning Module FM 351 ES7 351-1AH02-a T4 0...+60°C 0.5A Reﬁéﬁi,‘ii‘é\’?’z\ungs‘e" 24Vdc
0,5A Res./P.D. 8W Tungsten
Function Module FM 352 6ES7 352-1AH02-a T4 0...+60°C AT 20°C Total Load 6A 24Vdc
AT 60°C Total Load 3A
FM 352-5 DI12/Do8x24V 0,5A 6ES7 352-5AH00-a T4 0...+60°C s 24Vdc
Input 24Vdc, 12 channels
Output 24Vdc, 8channels
FM 352-5 M 6EST7 352-5AH01-a T4 0..4+60°C 054 p.d/res.. SIW ungsten 24vdc
vertically mounted 40°C
horizontally mounted 60°C
FM 352-5 DI112/Do8x24V 0,5A 6ES7 352-5AH10-a T4 0...+60°C et 24Vdc
Input 24Vdc, 12 channels
Qutput 24Vdc, 8 channels
FM352-5P 6EST7 352-5AHT1-a T4 0..+60°C 0.8A pdires, SW tingsten 24vdo
vertically mounted 40°C
horizontally mounted 60°C
K-Contr. 8 Dig. Inp. 4A /1O 6ES7 355-0VH10-a T4 0...+60°C e 24Vdce
S-Contr. 8 Dig. I/O 4 Al 6ES7 355-1VH10-a T4 0...+60°C 24Vdc
K-Contr. 8 Dig. Inp. 4A 1/O 6ES7 355-2CH00-a T4 0...+60°C 24Vdc
S-Contr. 8 Dig. 110 4 Al 6ES7 355-2SH00-a T4 0...+60°C 24Vdc
Interface Module B6ES7 360-3AA01-a T4 0...+60°C 24Vdce
Interface Module 6ES7 361-3CA01-a T4 0...+60°C 24Vdc
Interface Module 6ES7 365-0BA01-a T4 0...+60°C 24Vde
Interface Module 6ES7 365-0BA81-a T4 -25...+60°C 24Vde
Platzhalterbaugruppe B6ES7 370-0AA01-a T4 0...+60°C 24Vdc
Simulatorbaugruppe 6ES7 374-2XH01-a T4 0...+60°C 24Vdc
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NL/DEK/ExTR14.0050/03
Terminal (screw type) 20pin 6ES7 392-1AJ00-a - - 24Vdce
Terminal (screw type) 6ES7 392-1AMO00-a - - 24Vde
Terminal (snap type) 20pin 6ES7 392-1BJ00-a - - 24Vde
Terminal (snap type) 6ES7 392-1BMO1-a - - 24Vdc
Y-Coupler Module 6ES7 654-0YK00-a T5 0...+60°C 24Vdc
Y-IM Module B6ES7 654-0YS00-a 75 0...+60°C 24Vdc
Interconnect Module B6ES7 654-7HY00-a T5 0...+60°C 24Vdc
Embedded controller 6ES7 677-1DD00-a T4 0...+50°C 24Vdc
Embedded controller 6ES7 677-1DD10-a T4 0...+50°C 24Vdc
EM PCI-104 6ES7 677-1DD40-a T4 0..+50°C 24Vdc
EMPC 6ES7 677-1DD50-a T4 0...+50°C D — 24Vdc
~ . o External supply 24V dc
EM PCI-104 6ES7 677-1DD60-a T4 0...+50°C Internal supply 24V dc 24Vdc
Embedded controller 6ES7 677-1FD00-a T4 0..+50°C e 24Vdc
Embedded controller B6ES7 677-1FD10-a T4 0..+50°C 24Vdc
RS485-Repeater B6ES7 972-0AA01-a T4 0...+60°C S —— 24Vdc
supply 24Vdc
. g . o input current max. 200mA
RS485-Repeater 6ES7 972-0AA02-a T4 0...+60°C vertically mounted 40°C 24Vdc
horizontally mounted 60°C
5V/30mA (bus)
Input DI:
100Vdc (3.5 mA x 16 Channels)
D! 16 x DC24/125V 6ES7 321-7EH00-a T4 0...+60°C 125Vdc (3.5 mA x 12 Channels) 5V (bus)
1246Vdc(3.5 mA x 8 Channels)
at 40°C vertically mounted
at 60°C horizontally mounted
IM 153-1 B6ES7 153-1AA03-a T4 0...+60°C T — 24Vde
Profibus Terminator B6ES7 972-0DA00-a T4 0...+60°C 24Vde
Diagnoserepeater 6ES7 972-0AB01-a T4 0...460°C 24Vdc
1M 153-4PN B6ES7 153-4AA01-a T4 0...+60°C e —— 24Vde
supply 24Vdc
i o Input current max. 600mA
IM 153-4 High Feature B6ES7 153-4BA00-a T4 0...+60°C vertically mounted 40°C 24Vdc
horizontally mounted 60°C
Input 24Vdc, 8 channels
6ES7 315-7TJ10- o 0,5A p.d./res., 5W tungsten
CPU 315T - 3PN/DP O0ABO T4 0..+80°C at 40°C, 4A total load hor. and vert. mounted 24 Vde
at 80°C, 3A total Joad hor. mounted
Input 24Vdc, 8 channels
6ES7 317-7TK10- o 0,5A p.d./res., 5W tungsten
CPU 317T - 3PN/DP OABO T4 0...+60°C at 40°C, 4A total load hor. and vert. mounted 24 Vde
at 60°C, 3A total load hor. mounted
Input 24Vdc, 8 channels
86ES87 317-7UL10- o 0,5A p.d./res., 5W tungsten
CPU 317TF - SPN/DP 0ABO T4 0...+60°C at 40°C, 4A total load hor. and vert, mounted 24 Vde
at 60°C, 3A total load hor. mounted
CPU 315-2PN/DP 6ES7 315-2EH14-a T4 0...+80°C Input 24Vdc, 750mA 24 Vdc
CPU 315F-2PN/DP 6ES7 315-2FJ14-a T4 0..+60°C Input 24Vdc, 750mA 24 Vdc
CPU 317-2PN/DP B6ES7 317-2EK14-a T4 0...+60°C Input 24Vdc, 750mA 24 Vdc
CPU 317F-2PN/DP 6ES7 317-2FK14-a T4 0..+60°C Input 24Vdc, 750mA 24 Vdc
supply 24Vdc
IM 153-2 (Cu) 6ES7 153-2BA10-a T4 0...+60°C vertically mounted 40°C 24Vdc

horizontally mounted 60°C

The Suffix —a denotes any letter or number referring to non-electrical properties as product associates, language, delivery packing, documentation etc.
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